®

euskalférging

“CE”"DECLARATION OF PERFORMANCE FOR CE MARKING
Conform with European Construction Products Regulations for (CPR) n® 305/2011

N° DdP: 21-EFSA-GRL-01-03

Name and identification code:

Product: Rolled Ring in Material S355NL according to EN 10025-3:2019

Code, drawing, dimensions...: General Seamless Rolled Ring in material S355NL according to
EN 10025-3:2019 requirements

Name and manufacturer address:

EUSKAL FORGING, S.A.
Poligono Industrial Katategi bailara, 11, 20271 IRURA (Guipuzcoa), Esparia
Telephone: 943 69 14 12 Fax: 943 69 14 54 Web: www.euskalforging.com

Intended use

Hot rolled Steel for welded structures.

Evaluation and verification System of the constancy of performance: 2+

Notified Body:

LRQA Inspeccion Iberia, S.A. Calle José Abascal n° 56, 22 Planta; 28003 Madrid
N° 0094

Issued document and issue date: 0094/CPR/MAD/20140043/B 2014

Declared Performance

: . i ical
Esential characteristics Performance Harmonised technica

specifications

Elongation EN 10025-1:2004
Eensne Strenght Performance details in EN 1002%-3:2013
IRIHIEDIng table below
Impact Strenght )
Weldability
Min. Yield strengh R, (MPa) Tensile strengh R, (MPa) % Elongation
Nominal thickness mm Nominal thickness mm Nominal thickness mm
<16 >16 >40 >63 >80 >100 >150 >200 <100 >100 >200 =16 >16 >40 >63 >80 >200
<40 <63 <80 <100 <150 <200 <250 <200 <250 <40 <63 =80 <200 <250
355 345 335 325 315 295 285 275 470to630 450to 600 450to 600 22 22 22 21 21 21
Min. Impact Strengh (J)
Temperature (2C)
20 0 -10 -20 -30 -40 -50
63 55 51 47 40 31 27
Esential characteristics Performance namenfsed tacinical

specifications

-Dimensional and Shape tolerances
-Durability NPD
-Regulated Substances

The performance of the product shown in point 1 is conform with the declared performances in
the point 6.

This declaration of performance is issued under the responsibility of the manufacturer indicated in
point 2.

Signed by and in name of the manufacturer,

27.03.2025

Ifigo Fernandez Garate
Director Gerente




euskalforging

“CE”"DECLARATION OF PERFORMANCE FOR CE MARKING
Conform with European Construction Products Regulations for (CPR) n® 305/2011

N° DdP: 21-EFSA-GRL-02-03

Name and identification code:

Product: Rolled Ring in Material S275J2 according to EN 10025-2:2019

Code, drawing, dimensions...: General Seamless Rolled Ring in material $275J2 according to
EN 10025-2:2019 requirements

Name and manufacturer address:

EUSKAL FORGING, S.A.
Poligono Industrial Katategi bailara, 11, 20271 IRURA (Guiplzcoa), Espana
Telephone: 943 69 14 12 Fax: 943 69 14 54 Web: www.euskalforging.com

Intended use

Hot rolled Steel for welded structures.

Evaluation and verification System of the constancy of performance: 2+

Notified Body:

LRQA Inspeccion lberia, S.A. Calle José Abascal n° 56, 22 Planta; 28003 Madrid
N° 0094

Issued document and issue date: 0094/CPR/MAD/20140043/B 2014

Declared Performance

Esential characteristics Performance Harm.o."'s?d lechmical
specifications

Elongation EN 10025-1:2004

Tgnsﬂe S_trenght Helsrmianssdsials i EN 10025-2:2019

Yield Point table below

Impact Strenght '

Weldability

Min. Yield strengh R, (MPa)
Nominal thickness mm
=16 >16 >40 >63 >80 >100 >150 >200 >250
=40 =63 =80 =100 =150 <200 <250 <400
275 265 255 245 235 225 215 205

<3

% Elongation

Nominal thickness mm

Tensile strengh R, (MPa)
Nominal thickness mm
>100 >150
<150 £250

23

<100

>250
=400

195 430to 580 410to 560 400 to 540 380to 540 380 to 540

Min. Impact Strengh (J)

Temperature (-20 eC)

23 »40 >63 >100 >150 >250 <150 150 >250
<40 £63 £100<150 <250 <400 2250 <400
21 20 19 19 18 18 27 27 27
Esential characteristics Performance Harn'!qms‘ed technical
specifications
-Dimensional and Shape tolerances
-Durability NPD
-Regulated Substances

the point 6.
point 2.
Signed by and in name of the manufacturer,

27.03.2025

Ifigo Fernandez Garate
Director Gerent

The performance of the product shown in point 1 is conform with the declared performances in

This declaration of performance is issued under the responsibility of the manufacturer indicated in




suskalforging

“CE”DECLARATION OF PERFORMANCE FOR CE MARKING
Conform with European Construction Products Regulations for (CPR) n® 305/2011

N° DdP: 21-EFSA-GRL-03-03

1. Name and identification code:

Product: Rolled Ring in Material S355J2 according to EN 10025-2:2019
Code. drawing, dimensions...: General Seamless Rolled Ring in material S355J2 according to
EN 10025-2:2019 requirements

2. Name and manufacturer address:

EUSKAL FORGING, S.A.
Poligono Industrial Katategi bailara, 11, 20271 IRURA (Guiplzcoa), Espafia
Telephone: 943 69 14 12 Fax: 943 69 14 54 Web: www.euskalforging.com

3. Intended use

Hot rolled Steel for welded structures.

4. Evaluation and verification System of the constancy of performance: 2+

5. Notified Body:

LRQA Inspeccion lberia, S.A. Calle José Abascal n° 56, 22 Planta; 28003 Madrid
N° 0094

Issued document and issue date: 0094/CPR/MAD/20140043/B 2014

6. Declared Performance

Esential characteristics Performance Harn~fo.ms§ed technical
specifications
Elongation EN 10025-1:2004
Tf_ansne Strenght OSSR EN 10025-2:2019
Tleld Foint table below
Impact Strenght ’
Weldability
Min. Yield strengh R, (MPa) Tensile strengh R,,, (MPa)
Nominal thickness mm Nominal thickness mm
<16 >16 >40 >63 >80 >100 >150 >200 >250 <3 >3 > 100 > 150 > 250
<40 =63 <80 <100 <150 <200 <250 <400 <100 <150 <250 <400

355 345 335 325 315 295 285 275 265 510to 680 470to 630 450to 600 450 to 600 450 to 600

% Elongation Min. Impact Strengh (J)
Nominal thickness mm Temperature (-20 2C)
23 >40 >63 >100 >150 >250 <150 > 150 > 250
<40 <63 <£100<150 <250 €400 <250 <400
22 21 20 18 17 17 27 27 27
Esential characteristics Performance Harmoniaed techrical

specifications

-Dimensional and Shape tolerances
-Durability NPD
-Regulated Substances

¢ The performance of the product shown in point 1 is conform with the declared performances in
the point 6.

»  This declaration of performance is issued under the responsibility of the manufacturer indicated in
point 2.
Signed by and in name of the manufacturer,

27.03.2025

Ifiigo Fernandez Garate
Director Gerent




®

euskaifurging

“CE”’DECLARATION OF PERFORMANCE FOR CE MARKING

Conform with European Construction Products Regulations for (CPR) n°® 305/2011

N° DdP: 21-EFSA-GRL-04-03

Name and identification code:

Product: Rolled Ring in Material S420NL according to EN 10025-3:2019
Code, drawing, dimensions.... General Seamless Rolled Ring in material S420NL according to

EN 10025-3:2019 requirements

Name and manufacturer address:

EUSKAL FORGING, S.A.

Poligono Industrial Katategi bailara, 11, 20271 IRURA (Guipuzcoa), Espafa

Telephone: 943 69 14 12 Fax: 943 69 14 54

Web: www.euskalforging.com

Intended use

Hot rolled Steel for welded structures.

Evaluation and verification System of the constancy of performance: 2+

Notified Body:

LRQA Inspeccion lberia, S.A. Calle José Abascal n° 56, 22 Planta; 28003 Madrid

N° 0094

Issued document and issue date: 0094/CPR/MAD/20140043/B 2014

Declared Performance

Esential characteristics

Performance

Harmonised technical
specifications

Elongation EN 10025-1:2004

Tensile Strenght - EN 10025-3:2019
) ; Performance details in

Yield Point table below

Impact Strenght able below.

Weldability

Min. Yield strengh R,y (MPa)
Nominal thickness mm

Tensile strengh R, (MPa)
Nominal thickness mm

<16 >16 >40 >63 >80 >100 >150 >200 <100 >100 >200
<40 £63 <80 <100 <150 <200 <250 <200 <250
355 345 335 325 315 295 285 275 470to630 450to 600 450t0600 22 22 22 21 21 21

Min. Impact Strengh (J)
Temperature (2C)
20 0 -10 -20 -30 -40 -50
63 55 51 47 40 31 27

% Elongation
Nominal thickness mm
<16 >16 >40 >63 >80 >200
<40 <63 £80 £200 <250

Esential characteristics Performance Harmqmsgd technical
specifications

-Dimensional and Shape tolerances

-Durability NPD

-Regulated Substances

e The performance of the product shown in point 1 is conform with the declared performances in

the point 6.

e This declaration of performance is issued under the responsibility of the manufacturer indicated in

point 2.

Signed by and in name of the manufacturer,

27.03.2025

Ifigo Fernandez Garate
Director Gerente




euskaiﬁprging

“CE”DECLARATION OF PERFORMANCE FOR CE MARKING
Conform with European Construction Products Regulations for (CPR) n°® 305/2011

N° DdP: 21-EFSA-GRL-05-03

Name and identification code:

Product: Rolled Ring in Material S275JR according to EN 10025-2:2019

Code, drawing. dimensions...: General Seamless Rolled Ring in material $275JR according to
EN 10025-2:2019 requirements

Name and manufacturer address:

EUSKAL FORGING, S.A.
Poligono Industrial Katategi bailara, 11, 20271 IRURA (Guiptzcoa), Espafia
Telephone: 943 69 14 12 Fax: 943 69 14 54 Web: www.euskalforging.com

Intended use

Hot rolled Steel for welded structures.

Evaluation and verification System of the constancy of performance: 2+

Notified Body:

LRQA Inspeccién Iberia, S.A. Calle José Abascal n° 56, 22 Planta; 28003 Madrid
N° 0094

Issued document and issue date: 0094/CPR/MAD/20140043/B 2014

Declared Performance

Esential characteristics Performance Harmqmsgd technical
specifications
Elongation EN 10025-1:2004
T‘_ensne Strenght Performance details in EN 10025-2:2019
Yield Point fEBIE Balow
Impact Strenght '
Weldability
Min. Yield strengh R (MPa) Tensile strengh R,. (MP3)
Nominal thickness mm Nominal thickness mm
<16 »>16 >40 >63 >80 >100 >150 >200 >250 <3 23 > 100 >150 >250
<40 <63 =80 £100 <150 <200 <250 <400 <100 <150 €250 <400
275 265 255 245 235 225 215 205 195 430to580 410to 560 400 o 540 380 to 540 380 to 540
% Elongation Min. Impact Strengh (J)
Nominal thickness mm Temperature {202C)
23 >40 >63 >100 >150 >250 <150 >150 >250
<40 £63 £100<150 <250 <400 €250 <400
23 22 21 19 18 18 27 27 27
Esential characteristics Performance Harmonised technical

specifications

-Dimensional and Shape tolerances
-Durability NPD
-Regulated Substances

The performance of the product shown in point 1 is conform with the declared performances in
the point 6.

This declaration of performance is issued under the responsibility of the manufacturer indicated in
point 2.

Signed by and in name of the manufacturer,

27.03.2025

IAigo Fernandez Garate
Director Gerente




®

euskalforging

“CE”"DECLARATION OF PERFORMANCE FOR CE MARKING
Conform with European Construction Products Regulations for (CPR) n® 305/2011

N° DdP: 21-EFSA-GRL-06-03

Name and identification code:

Product: Rolled Ring in Material S460QL1 according to EN 10025-6:2020

Code, drawing, dimensions...: General Seamless Rolled Ring in material S460QL1 according to
EN 10025-6:2020 requirements

Name and manufacturer address:

EUSKAL FORGING, S.A.
Poligono Industrial Katategi bailara, 11, 20271 IRURA (Guiplzcoa), Espana
Telephone: 943 69 14 12 Fax: 943 69 14 54 Web: www.euskalforging.com

Intended use

Hot rolled Steel for welded structures.

Evaluation and verification System of the constancy of performance: 2+

Notified Body:

LRQA Inspeccion Iberia, $.A. Calle José Abascal n° 56, 22 Planta; 28003 Madrid
N° 0094

Issued document and issue date: 0094/CPR/MAD/20140043/B 2014

Declared Performance

Esential characteristics Performance Harrr!qms?d technical
specifications

Elongation EN 10025-1:2004

Tgnsule Strenght Performance details in table EN 10025:6:2020

Yield Point below

Impact Strenght )

Weldability

Designacion Valor

mos de laenergia de Nexion por
las temperaturas de ensavo, en €
|| Designacion simbolica | Designacion numerica 0 0 | 40 60
S500QLL 1.8984 ¥ T

. |lsssoql 1.8986

||ss20qu1
|| sea0qey
5890QL1
5960QL1

. . L. Harmonised technical
Esential characteristics Performance eL

specifications

-D
tol
-D

-Regulated Substances

imensional and Shape
erances

urability RO

The performance of the product shown in point 1 is conform with the declared performances in
the point 6.

This declaration of performance is issued under the responsibility of the manufacturer indicated in
point 2.
Signed by and in name of the manufacturer,

27.03.2025

Ifigo Fernandez Garate
Director Gerente




®

euskalforging

“CE”DECLARATION OF PERFORMANCE FOR CE MARKING
Conform with European Construction Products Regulations for (CPR) n°® 305/2011

N° DdP: 25-EFSA-GRL-07-01

1. Name and identification code:

Product: Rolled Ring in Material S690QL1 according to EN 10025-6:2020
Code, drawing, dimensions...: General Seamless Rolled Ring in material S690QL1 according to
EN 10025-6:2020 requirements

2. Name and manufacturer address:

EUSKAL FORGING, S.A.
Poligono Industrial Katategi bailara, 11, 20271 IRURA (Guiplzcoa), Espafia
Telephone: 243 69 14 12 Fax: 943 69 14 54 Web: www.euskalforging.com

3. Intended use

Hot rolled Steel for welded structures.

4. Evaluation and verification System of the constancy of performance: —| 2+

5. Notified Body:

LRQA Inspeccion Iberia, S.A. Calle José Abascal n°® 56, 22 Planta; 28003 Madrid
N° 0094

Issued document and issue date: 0094/CPR/MAD/20140043/B 2014

6. Declared Performance

Harmonised technical
specifications
Elongation EN 10025-1:2004

Tensile Strenght . EN 10025-6:2020
Yield Point Performance details in table

below.

Esential characteristics Performance

Impact Strenght
Weldability

Designacion Limite elistico minimo Ry Resistencia ala traccion R

Expesor nominal Fapesar nominal

=1 <50 | »100 > 125 =1 50 100 | =125
<H0 100 | €125 €200 <50 100 <125 | <200

Harmonised technical

Esential characteristics Performance specifications

-Dimensional and Shape
tolerances

-Durability

-Regulated Substances

NPD

e The performance of the product shown in point 1 is conform with the declared performances in
the point 6.

= This declaration of performance is issued under the responsibility of the manufacturer indicated in
point 2.

Signed by and in name of the manufacturer,

27.03.2025

Ifigo Fernandez Garate
Director Gerente




